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Justment 10 toen. To solve this. we
book We bult 3 “camber box.' In
Siad of ataching e suspersion arm
mounted i sicl o, which lides
G and down. aiop a siack of shim
pltes Loosening e nt hat secures
e suspension allows it 1o side up
and down over 3 one nch range. By
Rolding up the suspension arm and
S can b added o deeed o aher
ghten the three nuts It s just that ast,
sign cach shim aters e camber
about one guarter of 8 degee.

With heavir than factory suspen
son loads w could s tht the ot
ould bend. After ooking ot the en.
buld » it of reforcemen plaes o
brace both the A arm and drop lnk
front A-orms 2

Now ihat ol our suspension com
fabricated. it was time to see what
Kind ol frontsuspersion geomery we
had a5 the suspension moved. This
was sccompishad with the wheels off
nd  seriesof il ndictors placed
2gaine the brakerotors. Reguiar e
Peloht was used o the saning poi
Ward exactly one Inch. Readings were
Tk from the dis indcatons. This
was gone through for every.inch
from fll compression to i droap of
the suspension. The readings were
hen grephed 50 we coud see how

ndesbump rence the e g
Changed. o quickly apparent that
he Stock 524 geometry undervent
bump seer. Looked st another way. i
Sieh's good handiing car with iis
esign. Bt for usthis meant  grest
amaunt o loss of adhesion dorng
Pard corneing.
bult new e rocs using arrah el
v new tie rod ende that allowed
Reight posiioning by 8 seies of
Spacers i hs fasion th outer end
o e e fods could be sdjuted 1o
Sliminst the camber change. we
tender top the allJoint. Tis effec.
ively moved the axe position up in
fecively liminated our camber
Onice il he suspension was under
the car and the engine back i, Jon
Milcdge at Motorspon Dynsrmics
i baanced the Suspension 3¢
s ace Shop does on Formula Alisn
15 and production tace cars. All of
aur work and emphass on adjustabie
Componerts pad ol ot oy had we
{otally ciminated urn seer o the ox
et that th dal Inlcsors regtr s
1han G001 inch It we s s the
it o each comer 5o we had lese
5an one pound difrence on il our
Mheeiafou equal comers of .ot
For stopping power our car came
ity the.optionsl 524 Turbo vened
otors s large 528 calipers ol four
Comers. Because the 925 weight con

siderably more than the 924, we were
confident te calper sze was adeue
Al the rotors wre remaved and dled
it web of hoes for more sfcient
Cooling- Thre nch dametr dct ose
o connected o from 3 o,
apenings 1o fbergass canisters e
o h rotors. Ofcourse. e factry
b broke I wee relaced i
Tellonsainiss.Hesl agia brake
fines A ths point we decided o sart
with the Stk biake pads,in ordr o
Would nold up. and how conisent
b parformance would be snder
rack Condtions.

5 ail he suspension pieces were
avsembled, the engine wae
sassembled, wih ol moving pisces
metched and rebalanced Great ater
tion was paid to the head, a3 this
ould prove 1o be the biggst rosd
Block in having the turbs work ot
peak eficiancy All port and gaskets
Vet Cartuly motched 6 promote
oot fow. nd the vaves 3nd seots
ecived a precse value Job. K & N
Vil o for hei igh eificiency
31 cieaner units i oft oad 1ocng
2nd ucrat peormance. sgreed 1o
build usa prototype CIS st fiter. We
Knew i would be 3 heap and duick
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